
STEP #1
COVER REMOVAL

STEP #3
COUPLING BOLT REMOVAL

 

STEP #4
 LIFT AND SUPPORT SPIRAL

DETAIL  "B"
 

STEP #2 - DETAIL "A"
 HOLD-DOWN REMOVAL

DETAIL  "C"
 LINER REMOVAL

STEP #5
LINER SECTION REMOVAL

 STEP #6
NEW LINER INSTALLATION
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KWS MANUFACTURING CO., LTD.
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10/28/2011NJR N/A LINER REPLACEMENT

ENGINEERING STANDARD

SECTION No.

PAGE No.

SHAFTLESS SCREW

CONVEYOR

 LINER REPLACEMENT

TYPICAL FOR CONVEYORS

REMOVE COVERS FROM

CONVEYOR ASSEMBLY

DRIVE SHAFT FLANGE

SPIRAL FLANGE

REMOVE (6) 3/4-10 UNC HEX BOLT

AND SEPARATE THE SPIRAL FROM

THE DRIVE SHAFT AT THE FLANGE

LIFT SPIRAL OFF OF LINER

AND INSERT 2" X 4" WOODEN

BLOCKS STARTING AT SECOND

LINER SECTION AND SPACED AT 

APPROX. 4' CENTERS

REMOVE (8) 1/2-13 UNC HEX BOLTS AND LIFT 

SPIRAL HOLD-DOWN ASSEMBLY FROM U-TROUGH

WELDED 3/8" SQ.

LINER RETAINER CLIP

LINER SECTIONS 1 & 2

BUTTED TOGETHER (TYP.)

2" X 4" WOODEN BLOCK

USE A COMMON PRY TOOL

TO PRY LINER FROM CLIPS

AND AWAY FROM U-TROUGH

(TYPICAL BOTH SIDES)

ROTATE LINER TO AN

INVERTED POSITION THEN

LIFT STRAIGHT UP TO

REMOVE FROM U-TROUGH

RELOCATE SUPPORT BLOCK 

AFTER INSTALLATION OF NEW

LINER SECTION

INSTALL NEW LINER BY LOWERING

INVERTED SECTION AND ROTATING

INTO POSITION, USE PRY TOOL TO

SNAP LINER UNDER RETAINER CLIPS

REPEAT STEPS #4 THRU #6

FOR REMAINING LINER SECTIONS,

REMOVE ALL WOODEN BLOCKS

AND ASSEMBLY CONVEYOR

IN REVERSE ORDER OF STEPS

#1 THRU #3

USE SILICONE CAULK TO

SEAL EDGE OF LINER TO

U-TROUGH AND EACH SEAM

OF BUTTED LINER SECTIONS

SILICONE CAULK
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